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Ordering
Fog-Type Lubricators

Help ensure that pneumatic devices receive the required lubrication to maintain
operating performance, reduce wear and prolong service life. They are designed to
provide the correct amount of oil needed for most general applications in a pneumatic
system, delivering a constant ratio of oil to CFM. Precise oil feed adjustment allows
the proper oil delivery rate.

Lubricators should be installed close to the downstream application to ensure effective
distribution of oil to the pneumatic components.

Port Flow* Bowl Max. Inlet
Size Model cfm Bowl Size Pressure
1/8" & 1/4" Port - ARO Module/Air 1000 Series £26121-100
1/8" L26111-100 41 Polycarbonate/Guard 1.0 oz. 200 PSIG
1/4" L26121-100 60 Polycarbonate/Guard 1.0 oz. 200 PSIG
1/4" & 3/8" & 1/2" Port - ARO Module/Air Series

1/4" L26221-110 75 Metal w/sight glass 6.0 oz. 175 PSIG
3/8" L26231-110 100 Metal w/sight glass 6.0 oz. 175 PSIG
1/2" L26241-110 110 Metal w/sight glass 6.0 oz. 175 PSIG
3/4" & 1" Port - ARO Super-Duty Series

3/4" L26451-110 190 Metal w/sight glass 32 oz. 250 PSIG
1" L26461-110 200 Metal w/sight glass 32 oz. 250 PSIG

* Air Flow is at 90 PSI Inlet and 5 PSI pressure drop.

Accessories

Lubricator
Part Number  Description
ARO Module/Air 1000 Series

L26221-110

104181 Service Kit

104260 Polycarbonate Bowl

104261 Composite Bowl

104262 Mounting Bracket

ARO Module/Air 2000 Series

104176 Service Kit

104205 Metal Bowl w/sight Glass

ARO Super-Duty Series

104023 Service Kit 126451-110
104163 Sight Glass Kit

Air Line Lubricator 0Oil

ARO Lubricating Qil is recommended for use with pneumatic power tools, motors,
valves, cylinders and hoists. It is specially formulated for use in air line lubricators.
Proper and regular lubrication helps ensure longer, trouble-free operation by
reducing wear, saving power and cutting equipment maintenance costs.

ARO Lubricating Oil is available in 1-quart containers and may be ordered by
specifying part number 29665. (Available in cases of 12).

Viscosity:

Class:
Approx. SEA No:

100-200 S.S.U. @ 100°F (38° C) min.
aniline point of 200°F (93°C)

Il Lubricant

Light SAE 10, non-detergent.
29665
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Accessories

OSHA Approved Safety Blow Guns

Safety Blow Guns are designed to prevent pressure buildup above 29 PSIG if
the nozzle is obstructed which meets OSHA requirement 29 CFR1910.242 (b).

Max. Inlet Temperature Inlet
Body Model Tip Throttle Pressure Range NPT  Weight

Composite 8440  Standard  Lever  180PSI  32°t0 175°F  1/4” 2.7 oz
Metal 8451-1 Standard  Lever 180PSI  32°to175°F  1/4” 2.7 oz

Tool Suspension Balancer

Compact, rugged balancer features center-pull design for smooth performance.
Adjustable spring tension to accommodate weight of suspended equipment.
Adjustable cable clamp sets length of travel. Ideal for use with small to medium
power tools, small fixtures, pendent stations and air hoses.

Working Dimensions
Model Capacity  Cable Length Hook to Hook Width
7472 3to 5 Ibs. 8.0 ft. 10.51in. 54in.
7072 6 to 10 Ibs. 8.0 ft. 14.0in. 8.1in.
7072-15 11to 15 Ibs. 8.0 ft. 14.0in. 8.1in.

7072-15 5
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Warnings

Harmful Compressor Qils & Other Materials

Some oils used in air compressors contain chemicals harmful to Buna-N seals, if not adequately
filtered at the compressor. The most common of these oils, in addition to other harmful material, are

listed below.

COMPRESSOR OILS COMPRESSOR OILS
Cellulube No. 150 & 220 Phrano

Haskel No. 568-023 Pydraul AC

Hougton & Co. Oil No. 1120,
No. 1130, No. 1055

Sears Regular Motor Oil
Sinclair Oil “Lily White”

OTHER MATERIALS

Garlock No. 98403 (Polyurethane)
Parco No. 3106 (Neoprene)
Some Loctite Compounds
Stillman No. SR269-75

CAUTION: Compounded oils
containing graphite and fillers
are not recommended for use
with cylinders.

(Polyurethane)

Houtosafe 1000

Kano Kroil

Keyston Penetrating Oil No. 2
& No. 500 Qils

Marvel Mystery Qil

Air & Lubrication Requirement

AIR PRESSURE: Limited to 200 psig (14 bar) FILTRATION: 40
Micron. Proper moisture removal and filtration of contaminates will
promote good service life and operation. Install an air regulator to
control the operating pressure, insure smooth operation and
conserve energy.

LUBRICATION: All valve components have been lubricated at the
factory and can be operated without additional air line lubrication.
Minimal lubrication may extend the life of the valve. 50 Series, E-
Series and K-Series Valves use o-rfing seals. For maximum
performance and life expectancy, standard air line lubrication should
be used. If air line cylinders or other air line devices, used in
conjunction with ARO valve, require lubrication, be sure the
lubricating oils used are compatible with the valve seals and are of
sufficient viscosity to assure adequate lubrication. Aro recommends
an oil lubricant with a viscosity of 100-200 SUS at 100° F and an
airline point above 200° F.

NOTICE: The use of compound oils containing graphite filters,
extremely low viscosities an other non-fluid lubricants is not
recommended.

RECOMMENDED: Aro 29665 air line lubricator oil is available in
one quart containers.

Skydrol
Tenneco Anderol No. 495

General Information

Stillman No. SR513-70 (Neoprene)

Warning

The following are hazards or unsafe practices which could result in
severe personal injury, death or substantial property damage. Heed
the following. Use safeguards. Insure that provisions are made to
prevent the valve from being accidentally operated (actuated.)
Hazardous Air Pressure. Shut off, disconnect and relieve any
trapped air pressure from system before performing service or
maintenance.

Hazardous Voltage. Do not attempt any service without
disconnecting all electrical supply sources.

NOTICE: Genesis Series Valves must be grounded.

Do not use the valve as a safety device or to operate or control the
operation of full revolution clutch systems or brake systems on
power presses or similar equipment. These valves are not intended
for such applications. Do not subject the valve to any condition that
exceeds the limits set forth in the specifications for a particular valve
model. Keep all hoses, electrical wiring, fittings and connections in
good working condition. Damaged air pressure hoses, electrical
wiring, or connections, could cause accidental valve operation
(actuation). Only allow qualified technicians to install or maintain the
valve system. It is necessary to have a through understanding of
the operation and application of all valves being used in a particular
system and how they interact with the other components of the
system.

To obtain information or to receive technical literature for specific valves: contact ARO Customer Service at (800) 495-0276 or contact
your nearest Aro distributor. Refer to the Service Kit Director for Valves and Cylinders form #9326-M, available from Aro. Selected
parts are provided in kit form. The ARO Parts List/Service Instructions contain Repair Kit information and complete Service Parts
information and are available upon request. Order Manuals as shown. The following Operator's Manuals are available.

Operator’s Manual
ALPHA SERIES

CAT SERIES
E SERIES

GENESIS SERIES

H SERIES
K SERIES
50 SERIES

Part Number
119999-015
119999-036
119999-034
119999-021
119999-037
119999-035
119999-045
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5 Year Warranty

Ingersoll Rand/ARO warrants to the user purchaser of the ARO products depicted in this catalog that the products be free of defects in
material and workmanship for a period of five (5) years from the date of purchase.

ARO will repair or replace, at its election, any product which is found upon its inspection to be defective during the period prescribed
above. The product must be shipped prepaid to ARO factory or ARO Customer Service Genter together with proof of purchase.

This warranty does not apply to failures or defects occurring as a result of abuse, misuse, negligent repairs, corrosion, erosion and
normal wear and tear.

THIS WARRANTY IS IN LIEU OF ALL OTHER WARRANTIES (EXCEPT TITLE), EXPRESSED OR IMPLIED, AND THERE ARE NO
WARRANTY OF MERCHANTABILITY OR FITNESS FOR PARTICULAR PURPOSE IS INTENDED OR MADE .

THE REMEDIES OF THE USER PURCHASER SET FORTH UNDER THE WARRANTY OUTLINED ABOVE ARE EXCLUSIVE AND THE TOTAL
LIABILITY OF ARO WITH RESPECT TO THIS TRANSACTION, WHETHER BASED ON CONTRACT, WARRANTY, NEGLIGENCE, INDEMNITY,
STRICT LIABILITY OR OTHERWISE SHALL NOT EXCEED THE PURCHASE PRICE OF THE PRODUCT.

ARO SHALL IN NO EVENT BE LIABLE TO THE USER PURCHASER FOR ANY CONSEQUENTIAL, INCIDENTAL, INDIRECT, SPECIAL OR
PUNITIVE DAMAGES ARISING OUT OF THIS TRANSACTION, OR ANY BREACH THEREOF, WHETHER OR NOT SUCH LOSS OR DAMAGE
IS BASED ON CONTRACT, WARRANTY, NEGLIGENCE, INDEMNITY, STRICT LIABILITY OR OTHERWISE.
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Industrial Technologies

Ingersoll Rand Industrial Technologies provides products, services and solutions that enhance our
customers' energy efficiency, productivity and operations. Our diverse and innovative products range from
complete compressed air systems, tools and pumps to material and fluid handling systems and
environmentally friendly microturbines. We also enhance productivity through solutions created by
Club Car®, the global leader in golf and utility vehicles for businesses and individuals.

fluids.ingersollrand.com
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